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All installation details and technical information 
can be downloaded from the website.
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C O M P R E S S E D 
S H E E T

Compressed Sheet

Type of 
Building

Residential – BCA Classes 1 & 10 ●

Commercial & Other – BCA 
Classes 2-9

●

Where  
Used

Internal ●

External ●

Application Façades & Cladding ●

Internal Linings

Eaves & Soffits

Flooring & Decking ●

Finish Prefinished

Raw/Unprimed ●

Jointing 
Options

Express ●

Visible ●

Concealed (minimal visibility)

Installation 
Format

Horizontal ●

Vertical ●

Dimensions 
(mm)

Width x Length x Thickness  1200 x 2400 x 6mm
1200 x 2400/3000 x 12mm

900 x 1800/2100/2400/2700/3000 x 15mm
1200 x 1800/2100/2400/2700/3000 x 15mm

900 x 2400/3000m x 18mm
1200 x 1800/2400/3000 x 18mm

1200 x 2400 x 24mm 

The strongest of them all, 
Cemintel Compressed Sheet is 
tried and tested for long term 
strength.

Designed for use in tough conditions, 

including partitions and noise barriers, 

these panels have good acoustic properties 

and maximum impact resistance for a fibre 

cement product. The comprehensive range 

consists of multiple thicknesses, widths 

and lengths.
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